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DNSTRUCTIQN DETAILS
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A. Install 27‘ steel pole-with twin 50’ mast arms (cu+ +0 40’ ), with traffic signal heads..

s81gNS8, video detection cameras, 15’
(Note: 1-3*, 90° polyvinyl chioride {Schedule 80) bend. -

B. Install 27’ steel pole with a 38' mast orm with traffic signai heqds and stqns
as shown. (Note: 1-3%, 90° polyvinyl chloride (Schedule 80) bend.

lighting arm and 250 watt HPS luminalre as shown

C. Install 14' pedestai pole with 3 section signal head stacked as shown. (Note: 1-3% 90*

polyvinyl chlortde (Schedute 80) bend.

NEMA size “6" base-mounted cablnet. controlier with all necessary equipment as shown.

D. Install

E. Install metered pedestal for electrical utility service equipment as shown.

F. Install handhols.

6. Install 2* polyVlny! chioride electrical conduft (Schedule 80) {+renched).

H. Install 3" polyviny! chioride electrical condult (Schedule 80) (+trenched).
J. Install 4" polyvinyl chioride electrical condult (Sohedule 80) {(bored}.

K. Install 4" polyviny! chiortde electrical conduf+t (Scheduie 80) {trenched)

L. Install 3" poiyviny! choride electrical condult (Schedule 80) (trenched) with 35’ of 3 wire.

1 conductor (No. 250
underground electricadl service.

M. Contractor shall Install 3" PVC riser to existing utliity pole.

N. Removo existing ground mounted sign.

KCMIL) for power service colled at base of utility pole for proposed

0. Install 24" white heat applied preformed fhermoplasf!c pavement mork!ne (s+opllne).

P. Install 5* white heat applied preformed thermoplas?!o pavement marking.

Q. Install 5% double yellow heat applied preformed thermoplastic pavement marking (centerliine).

R. Use existing wood pole to install 34" span wire with 5§ conductor (No. 1Z AWG).

S. Install 21’ stesl pole with 60’ mast arm {cut o 20°) with traffic signal heads and sign.

{Note: 1-3“., 90°* polyviny! chloride (Schedule 80) bend.
T. Use existing wood pole to Install 12 palr overhead Tnterconnect cable as shown.

U. Install guardrail with Type C end treatment {STD MD 605.03) as shown.
{Note: Install with end treatment on both ends of guard rail)

Z. See interconnect plan for detall. (See Sheet 2 of 3.
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ETRIC aa. Install guardrall with Type C end treatment (STD MD 605.03) as shown.
PRO&%%%%————'LEQEHQ—‘ {Note: Install with end treatment on edast end of guard raii)
EXISTING — — - bb. 00n+r?oi?r shgll remove+exlgfin? vq;n!ng;si?n. repioge it :ch(a?wfw1~2$£Cgr¥e Sl?n)’ R o HIB N
on existing signh su olocate existing ground mounte ntergate Drive sign) to propose as shovwn.

LEGEND OF UNDERGROUND ¢ stgn support dnd relocd ¢9 g 0 prop

AND OVERHEAD UTILITIES CC. 00n+rac+or shal! remove existing warning sign. relocate existing (¥Wintergate Drive stgn) to New W3-3 sign,

' , and Install new Wi-2t{Curve Sign) on existing support as shown.

AERIAL CABLE A A :

ELECTRIC —— dd. Instal | proposed W3-3 on 2 - 4" x 6" wood post.
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1. All underground utilities shown on these plans are schematic only and

may not be coimp
“"MISS UTILITY” prior to construction so-that all utili+ies may be located
in the field. If the contractor perceives that a conflict between the
utilities and the traffic signal will occur, the contractor shall notify
the project engineor immediately so that the conflict may be resclved.

2. All pavement markings detalled are proposed and are to be instalied in
accordance with SHA standards. Contractor shall grind existing centerline on

Winferga+e Drive.

3. AII Traffic Signal Foundations shall be installed at the Final Sidewalk
or Curb grade for closed sections, Highest Roagdway Profile Grade for
open sections: to meet c¢learances as speclitled in MD 816.03, MD 818.01,
MD 818.02, and MD 818.04 The contractor shall verify ultimate grades
prior to the installation of all signal equipment.

lete. The contractor shall be responsible for notifying
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